Tattle Original and HP

Dimensions
N
1
T-100 (17 FPT) T-125 (1%” FPT) T-150 (12" FPT)
A 3.00 3.00 3.00
B 3.66 3.66 3.66
C 2.38 2.88 2.88
D 2.76 2.92 2.92
E 2.02 2.60 2.60
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Tattle Original and HP
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T-200 (2” FLG) T-250 (212" FLG) T-300 (3” FLG) T-400 (4” FLG)

A 3.38 3.58 3.93 4.64

B 3.25 3.93 4.97 4.97

C 4.31 4.96 5.41 6.37

D 3.33 4.16 4.60 5.76

E 3.50 3.54 3.69 4.08
www.cca-tech.com 2




Tattle Original and HP

Pressure Drop in Equivalent Ft of Pipe Weight
Model Equivalent Length (ft.) T Model Weight (Ibs)
T-100 1.5 T-100 0.5
T-125 2.0 T-125 0.75
T-150 2.5 T-150 0.6
T-200 7.5 T-200 2.1
T-250 5.0 T-250 3.80
T-300 7.0 T-300 410
T-400 5.0 T-400 5.20

t Values determined with modeling software and verified with bench test.

Specifications

Size Connections Sizes Body Material Shaft Material
T-100 Threaded 17 Aluminum Stainless Steel
T-125 Threaded 14" Aluminum Stainless Steel
T-150 Threaded 172" Aluminum Stainless Steel
T-200 Flanged 27 Aluminum Stainless Steel
T-250 Flanged 22" Aluminum Stainless Steel
T-300 Flanged 37 Aluminum Stainless Steel
T-400 Flanged 47 Aluminum Stainless Steel
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